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Cross
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Building the future with sustainable solutions



SFS fastners for building the
future with sustainable
mass timber solutions
CLT, Cross Laminated Timber, has completely changed the construction sector. It provides exceptional strength, durability, and adaptabil-
ity for floors, roofs, walls, and staircases as an environmentally responsible substitute for concrete and steel. CLT has great fire resis-
tance and acoustic properties, and it can cut CO2 emissions by up to 70%. Architects may benefit from CLT’s special advantages while 
designing stunning structures with a natural wood look and feel by utilizing it in construction projects of all sizes, from small residential 
buildings to substantial commercial ones.

Since SFS has focused on creating structural products that help people build safer and stronger. A leader in structural systems research 
and technology is one of the largest suppliers of structural building products in the world. Our commitment to product development, 
engineering, testing and training is evident in the consistent quality and delivery of our products and services.

Manufacturing in Europe 
Our European-based production facilities, in addition to precise engineering and stringent testing, allow us to offer goods that meet the 
highest industry standards. In order to bring our concepts to reality and eventually give your projects strength, speed, and success, we 
invest in and create fabrication technologies.

European technical assessment (ETA)
For sale of fastenings throughout Europe. CE maf king Is required In many caseS- The basts for the re-
quired CEmnfOfmf!y Is a European Technical Assessment (ETA) whlch covers ail the technfcaf features of 
a construction product The corresponding declarations of performance are a able for all of our products too

National technical approval and the quality control seal
The red circle mafks products and product groups which have received a natlonaf (practical) apat the 
German InsfffUte of Building Technology (DlBt). An addltlonaf      control maf k documents the conj of the 
requfrements that are defined In the ant appat and the technfcaf product speclflcatloffs which are de-
posffed at the DlBf If also dlspla the monitoring which insures that the    ant reqfffrefnents are met

SKH ceritification
The SKH mark ls n test Iflcate found on the Dutch market The assocfatton ‘Stlchtlng bureau flout” CS es 
to imp q    assurance In those building sectors In whlch wood and wood products are used. Sfg-.l- certified 
products show that the manufacturer has been subfecfed to the Dutch |f-fspecfion tern and has saffsfled 
the applicable requirements
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Features 
and innovations

GripFit

HD ou PowerLock.
Better with the bit HD

MagicClose - contraction effect  

Patented full thread pulls  timber fixtures together without gaps and without pretension.

PerfectPitch - optimise thread

Thread pitch optimal for every screw length

SmartPick  – for effortless bite 

The new eccentric tip allows for faster, more accurate drilling in wood and reduces wood splitting

TOPIX®-plus  – for crack-free screwing

The TOPIX®-plus plus tip ensures effortless and crack-free screwing of wood. Drilling the front three becomes 
unnecessary.

HP 648 hBS – Hight coating resistance

The salt spray test guarantees long-lasting protection against corrosive environments. It corresponds to a resis-
tance of 648h to the salt spray test.

15 CK Coating – hight corrosion resistance

This anti-corrosion surface coating provides long-term resistance to corrosive environments. 
It corresponds to a resistance of 15 Kesternich cycles according to standard NF EN 3231 (with 2 liters of SO2 
without the appearance of red rust)

HP
648 hBS

15 CK
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Durocoat® 480 – hight corosion resistance

This special coating guarantees long-lasting protection against corrosive environments. 
Durocoat®  Hight corosion resistance folowing the standard EN ISO 9227

Seismic approval 

These seismic approvals have been developed according to categories C1 and/or C2 to ensure a lifetime dura-
bility of the product. 

Fire resistance approval 

These products are made from non-flammable materials (class A1) according to EN 13501-1, and tested for 
their fire resistance to class R30 - R120 according to EN 13501-2.

Belted fastener 

Possibility of storing the screws on band to facilitate the work of the operators while offering a faster and more 
comfortable work.

Bi-met
Bi-met fastener with drill point in carbon steel to drill the steel support, head and body in stainless steel to 
corrosive atmosphere.

Color fastener

SFS has a wide range of colors, in powder or liquid paint.
This coating provides a tough weather finish and color stability outdoors.  

Stainless steel fastener

Fastening all in stainless steel for beter resistance

480h

Inox

Acier
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Product 
Code

Product familly Information

WT Wood Timber - wood assembly screws

WR Wood Reinforcement - reinforcement screws

WB Wood Bar - threaded rod for wood

WS Wood Steel - wood metal self-drilling brooch

VB VB - mixed wood and concrete floor

UD UD - sarking fasteners
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Countersunk head 
 (CS)

 

Raised countersunk 
head (RCS)

 

Cylindrique head 
(CH)

 

Full thread (FT)

 

Double thread (ST)

 

Partial thread (PT)

 

Flange head 
(FH)

 

Flange head XL 
(FX)

 

Hexagonal head 
(H)

 

Example

Type Mate-
rial

Head Thread d L/Lg Special

HTP- T- CS- PT- 6x 80/48 -A4

T = carbon steel
S = stainless steel

Total length/Thread

Diameter (outside 
thread)

Head shape or application

PZ = Recess PZ
A4 = stainless steel A4
HP = HP coating

d

l

d h

lg

Thread

Product familly
HTP = TOPIX® plus
HUF = UFIX

Designation of fastener





Structural
fasteners
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HTP-T-CH-CC

dlglg

l

d h

Application

Wood / wood assembly.

Feature and advantage
•	 TOPIX®-plus drill

Conformity

Designation Box Page

T30-25-HEX1/4”-HECO 10 64 1204956

T40-25-HEX1/4”-HECO 10 64 1204957

Accessories

19
ETA-19/0553

Designation d L lg dh Recess Box Code

HTP-T-CH-CC-6,5x100/45 6.5 100 45 9,0 T-30 100 1698151

HTP-T-CH-CC-6,5x130/60 6.5 130 60 9,0 T-30 100 1698180

HTP-T-CH-CC-6,5x150/70 6.5 150 70 9,0 T-30 100 1698181

HTP-T-CH-CC-6,5x190/90 6.5 190 90 9,0 T-30 100 1698182

HTP-T-CH-CC-6,5x215/100 6.5 215 100 9,0 T-30 100 1698184

HTP-T-CH-CC-8,5x100/45 8.5 100 45 12,0 T-40 100 1698228

HTP-T-CH-CC-8,5x150/70 8.5 150 70 12,0 T-40 100 1698229

HTP-T-CH-CC-8,5x190/90 8.5 190 90 12,0 T-40 100 1698230

HTP-T-CH-CC-8,5x215/100 8.5 215 100 12,0 T-40 50 1698233

HTP-T-CH-CC-8,5x250/110 8.5 250 110 12,0 T-40 50 1698234

HTP-T-CH-CC-8,5x270/122 8.5 270 122 12,0 T-40 50 1698235

HTP-T-CH-CC-8,5x300/138 8.5 300 138 12,0 T-40 50 1698236

HTP-T-CH-CC-8,5x350/158 8.5 350 158 12,0 T-40 50 1698237

HTP-T-CH-CC-8,5x400/182 8.5 400 182 12,0 T-40 50 1698238

Material

Carbon steel, Durocoat®
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WR-T

Application

Wood / wood assembly
Metal / wood assembly
Wood reinforcement.

Feature and advantage
•	 Reinforce coating

Conformity

Designation d L lg dh Recess Box Code

WR-T-9x250 9.0 250 230 14.0 T40 50 1512718

WR-T-9x300 9.0 300 280 14.0 T40 50 1512719

WR-T-9x350 9.0 350 330 14.0 T40 50 1512741

WR-T-9x400 9.0 400 380 14.0 T40 50 1490435

WR-T-9x450 9.0 450 430 14.0 T40 50 1490436

WR-T-9x500 9.0 500 480 14.0 T40 50 1490437

WR-T-13x400 13.0 400 385 22.0 T50 25 1490438

WR-T-13x500 13.0 500 485 22.0 T50 25 1490439

WR-T-13x600 13.0 600 585 22.0 T50 25 1490461

WR-T-13x700 13.0 700 685 22.0 T50 25 1490462

WR-T-13x800 13.0 800 785 22.0 T50 25 1490463

WR-T-13x900 13.0 900 885 22.0 T50 25 1490466

WR-T-13x1000 13.0 1000 985 22.0 T50 25 1490468

W45D-9 50 1631498

W45D-13 25 1594882

Designation Box Page

T40-25-HEX1/4” 1 64 769474

T50-55-IQUAD1/2” 1 64 1223211

T50-36-5/16” 1 64 1184219

Accessories

ETA-12/0062

d

L

HP
648 hBS

Material

Carbon steel, Durocoat®
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HTP-T-CS-FT

Material

Carbon steel, bright zinc plated

Application

Wood / wood assembly and wood reinforcement.

Feature and advantage
•	 Countersunk head with milling grooves
•	 Full thread

Conformity

Designation Box Page

HD40-70-HEX1/4”-HECO 10 64 1205170

Accessorie

19
ETA-19/0553

Designation d L lg dh Recess Box Code

HTP-T-CS-FT-8,0x60/50 8.0 60 50 14.8 HD-40 100 1205657

HTP-T-CS-FT-8,0x80/70 8.0 80 70 14.8 HD-40 100 1205658

HTP-T-CS-FT-8,0x100/90 8.0 100 90 14.8 HD-40 100 1205659

HTP-T-CS-FT-8,0x120/110 8.0 120 110 14.8 HD-40 100 1205379

HTP-T-CS-FT-8,0x160/150 8.0 160 150 14.8 HD-40 100 1205388

HTP-T-CS-FT-8,0x180/170 8.0 180 170 14.8 HD-40 100 1205392

HTP-T-CS-FT-8,0x200/190 8.0 200 190 14.8 HD-40 100 1205397

HTP-T-CS-FT-8,0x220/210 8.0 220 210 14.8 HD-40 50 1205401

HTP-T-CS-FT-8,0x240/230 8.0 240 230 14.8 HD-40 50 1205406

HTP-T-CS-FT-8,0x260/250 8.0 260 250 14.8 HD-40 50 1205410

HTP-T-CS-FT-8,0x280/270 8.0 280 270 14.8 HD-40 50 1205415

HTP-T-CS-FT-8,0x300/290 8.0 300 290 14.8 HD-40 50 1205420

HTP-T-CS-FT-8,0x340/330 8.0 340 330 14.8 HD-40 50 1205428

HTP-T-CS-FT-8,0x380/370 8.0 380 370 14.8 HD-40 50 1205436

d

L

d h

lg



13SFS | Cross Laminated Timber | CatalogueAll dimension in mm

	

HTP-T-CS-FT
Designation d L lg dh Recess Box Code

HTP-T-CS-FT-10,0x120/108 10.0 120 108 18.5 HD-40 50 1205460

HTP-T-CS-FT-10,0x160/148 10.0 160 148 18.5 HD-40 50 1205468

HTP-T-CS-FT-10,0x200/188 10.0 200 188 18.5 HD-40 50 1205474

HTP-T-CS-FT-10,0x220/208 10.0 220 208 18.5 HD-40 50 1205477

HTP-T-CS-FT-10,0x240/228 10.0 240 228 18.5 HD-40 50 1205480

HTP-T-CS-FT-10,0x260/248 10.0 260 248 18.5 HD-40 50 1205483

HTP-T-CS-FT-10,0x280/268 10.0 280 268 18.5 HD-40 50 1205486

HTP-T-CS-FT-10,0x300/288 10.0 300 288 18.5 HD-40 50 1205489

HTP-T-CS-FT-10,0x340/328 10.0 340 328 18.5 HD-40 50 1205494

HTP-T-CS-FT-10,0x380/368 10.0 380 368 18.5 HD-40 50 1205500
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HTP-T-CH-FT

d

d h

l

lg

Material

Carbon steel, bright zinc plated

Application

Wood / wood assembly and wood reinforcement.

Feature and advantage
•	 cylindric head for flush installation
•	 Full thread

Conformity

Designation Box Page

T30-25-HEX1/4”-HECO 10 64 1204956

T40-25-HEX1/4”-HECO 10 64 1204957

Accessories

19
ETA-19/0553

Designation d L lg dh Recess Box Code

HTP-T-CH-FT-6,0x200/194 6.0 200 194 9.0 T-30 100 1205650

HTP-T-CH-FT-6,0x180/174 6.0 180 174 9.0 T-30 100 1205651

HTP-T-CH-FT-6,0x160/154 6.0 160 154 9.0 T-30 100 1205652

HTP-T-CH-FT-6,0x140/134 6.0 140 134 9.0 T-30 100 1205653

HTP-T-CH-FT-6,0x120/114 6.0 120 114 9.0 T-30 100 1205654

HTP-T-CH-FT-8,0x120/112 8.0 120 112 12.0 T-40 100 1205629

HTP-T-CH-FT-8,0x160/152 8.0 160 152 12.0 T-40 100 1205630

HTP-T-CH-FT-8,0x180/172 8.0 180 172 12.0 T-40 100 1205631

HTP-T-CH-FT-8,0x200/192 8.0 200 192 12.0 T-40 100 1205632

HTP-T-CH-FT-8,0x220/212 8.0 220 212 12.0 T-40 50 1205633

HTP-T-CH-FT-8,0x240/232 8.0 240 232 12.0 T-40 50 1205634

HTP-T-CH-FT-8,0x260/252 8.0 260 252 12.0 T-40 50 1205635

HTP-T-CH-FT-8,0x280/272 8.0 280 272 12.0 T-40 50 1205636

HTP-T-CH-FT-8,0x300/292 8.0 300 292 12.0 T-40 50 1205637

HTP-T-CH-FT-8,0x340/332 8.0 340 332 12.0 T-40 50 1205638

HTP-T-CH-FT-8,0x380/372 8.0 380 372 12.0 T-40 50 1205639





Fixations     
 techniques
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WS-T

Material

Carbon steel, bright zinc plated

Application

Wood / metal assembly.

Feature and advantage
•	 Drill point to quick instalation.

Conformity

Designation d L dh Recess Box Code

WS-T-7x73 7.0 73 11.0 T40 100 1490470

WS-T-7x93 7.0 93 11.0 T40 100 1490471

WS-T-7x113 7.0 113 11.0 T40 100 1490472

WS-T-7x133 7.0 133 11.0 T40 100 1490473

WS-T-7x153 7.0 153 11.0 T40 50 1490474

WS-T-7x173 7.0 173 11.0 T40 50 1490475

WS-T-7x193 7.0 193 11.0 T40 50 1490476

WS-T-7x213 7.0 213 11.0 T40 50 1490477

WS-T-7x233 7.0 233 11.0 T40 50 1490478

Classe
Service

2

EN14592

d

L



19SFS | Cross Laminated Timber | CatalogueAll dimension in mm

	

VB
	

Application
Wood / concrete connector

Material
Carbon steel, bright zinc plated

Conformity

Feature and advantage
•	 Drill point to quick instalation

Designation d L dh Lg Recess Box Code

VB-48-7.5x100 7.5 100 12.0 95 V40 100 1526490

VB-48-7.5x165 7.5 165 12.0 135 V40 100 1526487

ETA-13/0699

d

L

lef48 mm
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HTP-T-CS-ST

Material

Carbon steel, bright zinc plated

Application

Exterior insulation

Feature and advantage
•	 TOPIX®-plus - drill

Conformity

Designation Box Page

HECO-TX-50-50mm 1 64 1205177

ZL-TW-45/60 1 64 1547629

Accessories

19
ETA-19/0553

Designation d L lg dh Recess Box Code

HTP-T-CS-ST-8,0x160/70 8.0 160 70 14.8 HD-40 50 1205387

HTP-T-CS-ST-8,0x200/100 8.0 200 100 14.8 HD-40 50 1205396

HTP-T-CS-ST-8,0x240/100 8.0 240 100 14.8 HD-40 50 1205405

HTP-T-CS-ST-8,0x280/100 8.0 280 100 14.8 HD-40 50 1205414

HTP-T-CS-ST-8,0x300/100 8.0 300 100 14.8 HD-40 50 1205419

HTP-T-CS-ST-8,0x330/100 8.0 330 100 14.8 HD-40 50 1205427

HTP-T-CS-ST-8,0x360/100 8.0 360 100 14.8 HD-40 50 1205432

HTP-T-CS-ST-8,0x400/100 8.0 400 100 14.8 HD-40 50 1205440

HTP-T-CS-ST-8,0x450/100 8.0 450 100 14.8 HD-40 50 1205446

HTP-T-CS-ST-8,0x500/100 8.0 500 100 14.8 HD-40 50 1205449

HTP-T-CS-ST-8,0x550/100 8.0 550 100 14.8 HD-40 50 1205655

HTP-T-CS-ST-8,0x600/100 8.0 600 100 14.8 HD-40 50 1205656

HTP-T-CS-ST-10,0x380/100 10.0 380 100 18.5 HD-40 50 1205499

HTP-T-CS-ST-10,0x420/100 10.0 420 100 18.5 HD-40 25 1205505

HTP-T-CS-ST-10,0x460/100 10.0 460 100 18.5 HD-40 25 1205507

d

d h

l

60mm lg
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Framing 
fasteners
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HTP-T-CS-VFT

Material

Carbon steel, bright zinc plated

Application

Wood / wood assembly.

Feature and advantage
•	 Belsted for diameters 4 - 4.5 and 5 mm
•	 Full thread with variable pitch

Conformity

Designation Box Page

HD20-25-HEX1/4”-HECO 10 64 1205164

HD30-25-HEX1/4”-HECO 10 64 1205166

Accessories

19
ETA-19/0553

d

L

d h

lg

Designation d L lg dh Recess Box Code

HTP-T-CS-VFT-4,0x15/10 4.0 15 10 7.9 HD-20 1 000 1205221

HTP-T-CS-VFT-4,0x16/11 4.0 16 11 7.9 HD-20 1 000 1205222

HTP-T-CS-VFT-4,0x20/15 4.0 20 15 7.9 HD-20 1 000 1691183

HTP-T-CS-VFT-4,0x25/20 4.0 25 20 7.9 HD-20 1 000 1699289

HTP-T-CS-VFT-4,0x30/25 4.0 30 25 7.9 HD-20 1 000 1691186

HTP-T-CS-VFT-4,0x35/30 4.0 35 30 7.9 HD-20 500 1205228

HTP-T-CS-VFT-4,0x40/35 4.0 40 35 7.9 HD-20 500 1205231

HTP-T-CS-VFT-4,0x45/40 4.0 45 40 7.9 HD-20 500 1205234

HTP-T-CS-VFT-4,0x50/45 4.0 50 45 7.9 HD-20 500 1205237

HTP-T-CS-VFT-4,0x55/50 4.0 55 50 7.9 HD-20 200 1205240

HTP-T-CS-VFT-4,0x60/55 4.0 60 55 7.9 HD-20 200 1205242

HTP-T-CS-VFT-4,0x70/65 4.0 70 65 7.9 HD-20 200 1205245
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Designation d L lg dh Recess Box Code

HTP-T-CS-VFT-4,5x20/15 4.5 20 15 8.9 HD-20 1 000 1205248

HTP-T-CS-VFT-4,5x25/20 4.5 25 20 8.9 HD-20 500 1205250

HTP-T-CS-VFT-4,5x30/25 4.5 30 25 8.9 HD-20 500 1205252

HTP-T-CS-VFT-4,5x35/30 4.5 35 30 8.9 HD-20 500 1205255

HTP-T-CS-VFT-4,5x40/35 4.5 40 35 8.9 HD-20 500 1205258

HTP-T-CS-VFT-4,5x45/40 4.5 45 40 8.9 HD-20 500 1205262

HTP-T-CS-VFT-4,5x50/45 4.5 50 45 8.9 HD-20 200 1205265

HTP-T-CS-VFT-4,5x55/50 4.5 55 50 8.9 HD-20 200 1205268

HTP-T-CS-VFT-4,5x60/55 4.5 60 55 8.9 HD-20 200 1205269

HTP-T-CS-VFT-4,5x70/65 4.5 70 65 8.9 HD-20 200 1205272

HTP-T-CS-VFT-4,5x80/75 4.5 80 75 8.9 HD-20 200 1205275

HTP-T-CS-VFT-5,0x20/14 5.0 20 14 9.6 HD-20 500 1205278

HTP-T-CS-VFT-5,0x25/19 5.0 25 19 9.6 HD-20 500 1205280

HTP-T-CS-VFT-5,0x30/24 5.0 30 24 9.6 HD-20 500 1205282

HTP-T-CS-VFT-5,0x35/29 5.0 35 29 9.6 HD-20 500 1205285

HTP-T-CS-VFT-5,0x40/34 5.0 40 34 9.6 HD-20 500 1205288

HTP-T-CS-VFT-5,0x45/39 5.0 45 39 9.6 HD-20 200 1205291

HTP-T-CS-VFT-5,0x50/44 5.0 50 44 9.6 HD-20 200 1205293

HTP-T-CS-VFT-5,0x55/49 5.0 55 49 9.6 HD-20 200 1205296

HTP-T-CS-VFT-5,0x60/54 5.0 60 54 9.6 HD-20 200 1205297

HTP-T-CS-VFT-5,0x70/64 5.0 70 64 9.6 HD-20 200 1205300

HTP-T-CS-VFT-5,0x80/74 5.0 80 74 9.6 HD-20 200 1205302

HTP-T-CS-VFT-5,0x90/84 5.0 90 84 9.6 HD-20 200 1205304

HTP-T-CS-VFT-5,0x100/94 5.0 100 94 9.6 HD-20 100 1205306

HTP-T-CS-VFT-5,0x120/114 5.0 120 114 9.6 HD-20 100 1205308

HTP-T-CS-VFT-6,0x30/23 6.0 30 23 11.7 HD-30 200 1205310

HTP-T-CS-VFT-6,0x35/28 6.0 35 28 11.7 HD-30 200 1205311

HTP-T-CS-VFT-6,0x40/33 6.0 40 33 11.7 HD-30 200 1205312

HTP-T-CS-VFT-6,0x45/38 6.0 45 38 11.7 HD-30 200 1205316

HTP-T-CS-VFT-6,0x50/43 6.0 50 43 11.7 HD-30 200 1205317

HTP-T-CS-VFT-6,0x60/53 6.0 60 53 11.7 HD-30 200 1205322

HTP-T-CS-VFT-6,0x70/63 6.0 70 63 11.7 HD-30 200 1205327

HTP-T-CS-VFT-6,0x80/73 6.0 80 73 11.7 HD-30 100 1205330

HTP-T-CS-VFT-6,0x90/83 6.0 90 83 11.7 HD-30 100 1205334

HTP-T-CS-VFT-6,0x100/93 6.0 100 93 11.7 HD-30 100 1205336

HTP-T-CS-VFT-6,0x110/103 6.0 110 103 11.7 HD-30 100 1205339

HTP-T-CS-VFT-6,0x120/113 6.0 120 113 11.7 HD-30 100 1205341

HTP-T-CS-VFT-6,0x140/133 6.0 140 133 11.7 HD-30 100 1205345

HTP-T-CS-VFT-6,0x160/153 6.0 160 153 11.7 HD-30 100 1205349

HTP-T-CS-VFT
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HTP-T-CS-PT
	

Application
Wood / wood assembly.

Material
Carbon steel, bright zinc plated

Conformity

Feature and advantage
•	 Universal wood screw
•	 Extended range

ETA-19/0553

d

d h

lg

L

Designation d L lg dh Recess Box Code

HTP-T-CS-PT-4,0x30/18 4.0 30 18 7.9 HD-20 1 000 1205226

HTP-T-CS-PT-4,0x35/21 4.0 35 21 7.9 HD-20 500 1205229

HTP-T-CS-PT-4,0x40/24 4.0 40 24 7.9 HD-20 500 1205232

HTP-T-CS-PT-4,0x45/27 4.0 45 27 7.9 HD-20 500 1205235

HTP-T-CS-PT-4,0x50/30 4.0 50 30 7.9 HD-20 500 1205238

HTP-T-CS-PT-4,0x55/33 4.0 55 33 7.9 HD-20 200 1205241

HTP-T-CS-PT-4,0x60/36 4.0 60 36 7.9 HD-20 200 1205243

HTP-T-CS-PT-4,0x70/42 4.0 70 42 7.9 HD-20 200 1205246



25SFS | Cross Laminated Timber | CatalogueAll dimension in mm

	Designation d L lg dh Recess Box Code

HTP-T-CS-PT-4,5x30/18 4.5 30 18 8.9 HD-20 500 1205253

HTP-T-CS-PT-4,5x35/21 4.5 35 21 8.9 HD-20 500 1205256

HTP-T-CS-PT-4,5x40/24 4.5 40 24 8.9 HD-20 500 1205259

HTP-T-CS-PT-4,5x45/27 4.5 45 27 8.9 HD-20 500 1205263

HTP-T-CS-PT-4,5x50/30 4.5 50 30 8.9 HD-20 200 1205266

HTP-T-CS-PT-4,5x60/36 4.5 60 36 8.9 HD-20 200 1205270

HTP-T-CS-PT-4,5x70/42 4.5 70 42 8.9 HD-20 200 1205273

HTP-T-CS-PT-4,5x80/48 4.5 80 48 8.9 HD-20 200 1205276

HTP-T-CS-PT-5,0x30/18 5.0 30 18 9.6 HD-20 500 1205283

HTP-T-CS-PT-5,0x35/21 5.0 35 21 9.6 HD-20 500 1205286

HTP-T-CS-PT-5,0x40/24 5.0 40 24 9.6 HD-20 500 1205289

HTP-T-CS-PT-5,0x45/27 5.0 45 27 9.6 HD-20 200 1205292

HTP-T-CS-PT-5,0x50/30 5.0 50 30 9.6 HD-20 200 1205294

HTP-T-CS-PT-5,0x60/36 5.0 60 36 9.6 HD-20 200 1205298

HTP-T-CS-PT-5,0x70/42 5.0 70 42 9.6 HD-20 200 1205301

HTP-T-CS-PT-5,0x80/48 5.0 80 48 9.6 HD-20 200 1205303

HTP-T-CS-PT-5,0x90/54 5.0 90 54 9.6 HD-20 200 1205305

HTP-T-CS-PT-5,0x100/60 5.0 100 60 9.6 HD-20 100 1205307

HTP-T-CS-PT-5,0x120/60 5.0 120 60 9.6 HD-20 100 1205309

HTP-T-CS-PT-6,0x50/30 6.0 50 30 11.7 HD-30 200 1205318

HTP-T-CS-PT-6,0x60/36 6.0 60 36 11.7 HD-30 200 1205323

HTP-T-CS-PT-6,0x70/42 6.0 70 42 11.7 HD-30 200 1205328

HTP-T-CS-PT-6,0x80/48 6.0 80 48 11.7 HD-30 100 1205331

HTP-T-CS-PT-6,0x90/54 6.0 90 54 11.7 HD-30 100 1205335

HTP-T-CS-PT-6,0x100/60 6.0 100 60 11.7 HD-30 100 1205337

HTP-T-CS-PT-6,0x110/66 6.0 110 66 11.7 HD-30 100 1205340

HTP-T-CS-PT-6,0x120/72 6.0 120 72 11.7 HD-30 100 1205342

HTP-T-CS-PT-6,0x130/72 6.0 130 72 11.7 HD-30 100 1205344

HTP-T-CS-PT-6,0x140/72 6.0 140 72 11.7 HD-30 100 1205346

HTP-T-CS-PT-6,0x150/72 6.0 150 72 11.7 HD-30 100 1205348

HTP-T-CS-PT-6,0x160/72 6.0 160 72 11.7 HD-30 100 1205350

HTP-T-CS-PT-6,0x180/72 6.0 180 72 11.7 HD-30 100 1205352

HTP-T-CS-PT-6,0x200/72 6.0 200 72 11.7 HD-30 100 1205354

HTP-T-CS-PT-6,0x220/72 6.0 220 72 11.7 HD-30 100 1205356

HTP-T-CS-PT-6,0x240/72 6.0 240 72 11.7 HD-30 100 1205358

HTP-T-CS-PT-6,0x260/72 6.0 260 72 11.7 HD-30 100 1205360

HTP-T-CS-PT-6,0x280/72 6.0 280 72 11.7 HD-30 100 1205362

HTP-T-CS-PT-6,0x300/72 6.0 300 72 11.7 HD-30 100 1205364

HTP-T-CS-PT



26 SFS | Cross Laminated Timber | Catalogue All dimension in mm

	
Designation d L lg dh Recess Box Code

HTP-T-CS-PT-8,0x80/60 8.0 80 60 14.8 HD-40 100 1205372

HTP-T-CS-PT-8,0x90/60 8.0 90 60 14.8 HD-40 100 1205375

HTP-T-CS-PT-8,0x100/60 8.0 100 60 14.8 HD-40 100 1205376

HTP-T-CS-PT-8,0x120/72 8.0 120 72 14.8 HD-40 100 1205380

HTP-T-CS-PT-8,0x140/72 8.0 140 72 14.8 HD-40 100 1205384

HTP-T-CS-PT-8,0x160/100 8.0 160 100 14.8 HD-40 100 1205389

HTP-T-CS-PT-8,0x180/100 8.0 180 100 14.8 HD-40 100 1205393

HTP-T-CS-PT-8,0x200/100 8.0 200 100 14.8 HD-40 100 1205398

HTP-T-CS-PT-8,0x220/100 8.0 220 100 14.8 HD-40 50 1205402

HTP-T-CS-PT-8,0x240/100 8.0 240 100 14.8 HD-40 50 1205407

HTP-T-CS-PT-8,0x260/100 8.0 260 100 14.8 HD-40 50 1205411

HTP-T-CS-PT-8,0x280/100 8.0 280 100 14.8 HD-40 50 1205416

HTP-T-CS-PT-8,0x300/100 8.0 300 100 14.8 HD-40 50 1205421

HTP-T-CS-PT-8,0x320/100 8.0 320 100 14.8 HD-40 50 1205424

HTP-T-CS-PT-8,0x340/100 8.0 340 100 14.8 HD-40 50 1205429

HTP-T-CS-PT-8,0x360/100 8.0 360 100 14.8 HD-40 50 1205433

HTP-T-CS-PT-8,0x380/100 8.0 380 100 14.8 HD-40 50 1205437

HTP-T-CS-PT-8,0x400/100 8.0 400 100 14.8 HD-40 50 1205441

HTP-T-CS-PT-8,0x420/100 8.0 420 100 14.8 HD-40 50 1205444

HTP-T-CS-PT-8,0x460/100 8.0 460 100 14.8 HD-40 50 1205447

HTP-T-CS-PT-8,0x500/100 8.0 500 100 14.8 HD-40 50 1205450

HTP-T-CS-PT-10,0x80/60 10.0 80 60 18.5 HD-40 50 1205454

HTP-T-CS-PT-10,0x100/84 10.0 100 84 18.5 HD-40 50 1205457

HTP-T-CS-PT-10,0x120/84 10.0 120 84 18.5 HD-40 50 1205461

HTP-T-CS-PT-10,0x140/84 10.0 140 84 18.5 HD-40 50 1205465

HTP-T-CS-PT-10,0x160/100 10.0 160 100 18.5 HD-40 50 1205469

HTP-T-CS-PT-10,0x180/100 10.0 180 100 18.5 HD-40 50 1205472

HTP-T-CS-PT-10,0x200/100 10.0 200 100 18.5 HD-40 50 1205475

HTP-T-CS-PT-10,0x220/100 10.0 220 100 18.5 HD-40 50 1205478

HTP-T-CS-PT-10,0x240/100 10.0 240 100 18.5 HD-40 50 1205481

HTP-T-CS-PT-10,0x260/100 10.0 260 100 18.5 HD-40 50 1205484

HTP-T-CS-PT-10,0x280/100 10.0 280 100 18.5 HD-40 50 1205487

HTP-T-CS-PT-10,0x300/100 10.0 300 100 18.5 HD-40 50 1205490

HTP-T-CS-PT-10,0x320/100 10.0 320 100 18.5 HD-40 50 1205492

HTP-T-CS-PT-10,0x340/100 10.0 340 100 18.5 HD-40 50 1205495

HTP-T-CS-PT-10,0x360/100 10.0 360 100 18.5 HD-40 50 1205497

HTP-T-CS-PT-10,0x380/100 10.0 380 100 18.5 HD-40 50 1205501

HTP-T-CS-PT-10,0x400/100 10.0 400 100 18.5 HD-40 50 1205503

HTP-T-CS-PT-10,0x420/100 10.0 420 100 18.5 HD-40 25 1205506

HTP-T-CS-PT-10,0x460/100 10.0 460 100 18.5 HD-40 25 1205508

HTP-T-CS-PT-10,0x500/100 10.0 500 100 18.5 HD-40 25 1205509

HTP-T-CS-PT



27SFS | Cross Laminated Timber | CatalogueAll dimension in mm

	

WFR

Material

Carbon steel, bright zinc plated

Application

Wood / wood assembly.

Conformity

d L lg dh Skalle Antal/frp Art.nummer

WFR-T-T20-4x30/20 4,0 30 20 8,0 T-20 1000 930786

WFR-T-T20-4x35/20 4,0 35 20 8,0 T-20 1000 930787

WFR-T-T20-4x40/25 4,0 40 25 8,0 T-20 1000 930789

WFR-T-T20-4x45/25 4,0 45 25 8,0 T-20 500 930790

WFR-T-T20-4x50/30 4,0 50 30 8,0 T-20 500 930794

WFR-T-T20-4x60/30 4,0 60 30 8,0 T-20 500 930796

WFR-T-T25-5x40/25 5,0 40 25 10,0 T-25 500 930854

WFR-T-T25-5x50/30 5,0 50 30 10,0 T-25 250 930855

WFR-T-T25-5x60/40 5,0 60 40 10,0 T-25 250 930856

WFR-T-T25-5x70/40 5,0 70 40 10,0 T-25 200 930857

WFR-T-T25-5x80/40 5,0 80 40 10,0 T-25 200 930858

WFR-T-T25-5x90/40 5,0 90 40 10,0 T-25 100 930860

WFR-T-T25-5x100/40 5,0 100 40 10,0 T-25 100 930862

WFR-T-T25-5x110/40 5,0 110 40 10,0 T-25 100 930863

WFR-T-T25-5x120/40 5,0 120 40 10,0 T-25 100 930864



28 SFS | Cross Laminated Timber | Catalogue All dimension in mm

	
d L lg dh Skalle Antal/frp Art.nummer

WFR-T-T30-6x50/30 6,0 50 30 12,0 T-30 250 930865

WFR-T-T30-6x60/40 6,0 60 40 12,0 T-30 200 930867

WFR-T-T30-6x70/40 6,0 70 40 12,0 T-30 200 930868

WFR-T-T30-6x80/50 6,0 80 50 12,0 T-30 100 930871

WFR-T-T30-6x90/50 6,0 90 50 12,0 T-30 100 930872

WFR-T-T30-6x100/60 6,0 100 60 12,0 T-30 100 930874

WFR-T-T30-6x110/60 6,0 110 60 12,0 T-30 100 930875

WFR-T-T30-6x120/70 6,0 120 70 12,0 T-30 100 930876

WFR-T-T30-6x130/70 6,0 130 70 12,0 T-30 100 930877

WFR-T-T30-6x140/70 6,0 140 70 12,0 T-30 100 930880

WFR-T-T30-6x150/70 6,0 150 70 12,0 T-30 100 930881

WFR-T-T30-6x160/70 6,0 160 70 12,0 T-30 100 930882

WFR-T-T30-6x180/70 6,0 180 70 12,0 T-30 100 930883

WFR-T-T30-6x200/70 6,0 200 70 12,0 T-30 100 930884

WFR-T-T30-6x220/70 6,0 220 70 12,0 T-30 100 930885

WFR-T-T30-6x240/70 6,0 240 70 12,0 T-30 100 930886

WFR-T-T30-6x260/70 6,0 260 70 12,0 T-30 100 930887

WFR-T-T30-6x280/70 6,0 280 70 12,0 T-30 100 930888

WFR-T-T30-6x300/70 6,0 300 70 12,0 T-30 100 930889

WFR



29SFS | Cross Laminated Timber | CatalogueAll dimension in mm

	

d L lg dh Skalle Antal/frp Art.nummer

SR-T-CS-PT 12x100/60 12,0 100 60 20,0 T-40 25 1679495

SR-T-CS-PT 12x120/80 12,0 120 80 20,0 T-40 25 1679497

SR-T-CS-PT 12x140/80 12,0 140 80 20,0 T-40 25 1679498

SR-T-CS-PT 12x160/80 12,0 160 80 20,0 T-40 25 1679499

SR-T-CS-PT 12x180/100 12,0 180 100 20,0 T-40 25 1679500

SR-T-CS-PT 12x200/100 12,0 200 100 20,0 T-40 25 1679502

SR-T-CS-PT 12x220/100 12,0 220 100 20,0 T-40 25 1679503

SR-T-CS-PT 12x240/100 12,0 240 100 20,0 T-40 25 1679505

SR-T-CS-PT 12x260/100 12,0 260 100 20,0 T-40 25 1679506

SR-T-CS-PT 12x280/100 12,0 280 100 20,0 T-40 25 1679507

SR-T-CS-PT 12x300/120 12,0 300 120 20,0 T-40 25 1679508

SR-T-CS-PT 12x320/120 12,0 320 120 20,0 T-40 25 1679509

SR-T-CS-PT 12x340/120 12,0 340 120 20,0 T-40 25 1679510

SR-T-CS-PT 12x360/120 12,0 360 120 20,0 T-40 25 1679514

SR-T-CS-PT 12x380/120 12,0 380 120 20,0 T-40 25 1679515

SR-T-CS-PT 12x400/120 12,0 400 120 20,0 T-40 25 1679518

SR-T-CS-PT

Material

Carbon steel, bright zinc plated

Application

Wood / wood assembly.

Conformity



30 SFS | Cross Laminated Timber | Catalogue All dimension in mm

	

HTP-T-FH-FT

Material
Carbon steel, bright zinc plated

Application
Wood / wood assembly.
Metal / wood assembly

Feature and advantage
•	 Flange head with collar under head
•	 Full thread

Conformity

Designation L d lg dh Recess Box Code

HTP-T-FH-FT-8,0x80/74 80 8.0 74 18.0 T-40 50 1205373

HTP-T-FH-FT-8,0x100/94 100 8.0 94 18.0 T-40 50 1205377

HTP-T-FH-FT-8,0x120/114 120 8.0 114 18.0 T-40 50 1205381

HTP-T-FH-FT-10,0x80/73 80 10.0 73 22.5 T-40 50 1205455

HTP-T-FH-FT-10,0x100/93 100 10.0 93 22.5 T-40 50 1205458

HTP-T-FH-FT-10,0x120/100 120 10.0 100 22.5 T-40 50 1205462

Designation Box Page

T40-25-HEX1/4”-HECO 10 64 1204957

Accessorie

19
ETA-19/0553

d

d h

l

lg



31SFS | Cross Laminated Timber | CatalogueAll dimension in mm

	

HTP-T-FH-PT

Material

Carbon steel, bright zinc plated

Application

Wood / wood assembly
Metal / wood assembly

Feature and advantage
•	 Flange head for good tightening
•	 Partial thread

Conformity

Designation Box Page

T30-25-HEX1/4”-HECO 10 64 1204956

T40-25-HEX1/4”-HECO 10 64 1204957

Accessories

19
ETA-19/0553

Designation d L lg dh Recess Box Code

HTP-T-FH-PT-6,0x100/60 6.0 100 60 14.0 T-30 100 1205338

HTP-T-FH-PT-6,0x120/72 6.0 120 72 14.0 T-30 100 1205343

HTP-T-FH-PT-6,0x140/72 6.0 140 72 14.0 T-30 100 1205347

HTP-T-FH-PT-6,0x160/72 6.0 160 72 14.0 T-30 100 1205351

HTP-T-FH-PT-6,0x180/72 6.0 180 72 14.0 T-30 100 1205353

HTP-T-FH-PT-6,0x200/72 6.0 200 72 14.0 T-30 100 1205355

HTP-T-FH-PT-6,0x220/72 6.0 220 72 14.0 T-30 100 1205357

HTP-T-FH-PT-6,0x240/72 6.0 240 72 14.0 T-30 100 1205359

HTP-T-FH-PT-6,0x260/72 6.0 260 72 14.0 T-30 100 1205361

HTP-T-FH-PT-6,0x280/72 6.0 280 72 14.0 T-30 100 1205363

HTP-T-FH-PT-6,0x300/72 6.0 300 72 14.0 T-30 100 1205365

d

d h

L

lg



32 SFS | Cross Laminated Timber | Catalogue All dimension in mm

	Designation d L lg dh Recess Box Code

HTP-T-FH-PT-8,0x120/72 8.0 120 72 18.0 T-40 50 1205382

HTP-T-FH-PT-8,0x140/100 8.0 140 100 18.0 T-40 50 1205385

HTP-T-FH-PT-8,0x160/100 8.0 160 100 18.0 T-40 50 1205391

HTP-T-FH-PT-8,0x180/100 8.0 180 100 18.0 T-40 50 1205395

HTP-T-FH-PT-8,0x200/100 8.0 200 100 18.0 T-40 50 1205400

HTP-T-FH-PT-8,0x220/100 8.0 220 100 18.0 T-40 50 1205404

HTP-T-FH-PT-8,0x240/100 8.0 240 100 18.0 T-40 50 1205409

HTP-T-FH-PT-8,0x260/100 8.0 260 100 18.0 T-40 50 1205413

HTP-T-FH-PT-8,0x280/100 8.0 280 100 18.0 T-40 50 1205418

HTP-T-FH-PT-8,0x300/100 8.0 300 100 18.0 T-40 50 1205423

HTP-T-FH-PT-8,0x320/100 8.0 320 100 18.0 T-40 50 1205426

HTP-T-FH-PT-8,0x340/100 8.0 340 100 18.0 T-40 50 1205431

HTP-T-FH-PT-8,0x360/100 8.0 360 100 18.0 T-40 50 1205435

HTP-T-FH-PT-8,0x380/100 8.0 380 100 18.0 T-40 50 1205439

HTP-T-FH-PT-8,0x400/100 8.0 400 100 18.0 T-40 50 1205443

HTP-T-FH-PT-8,0x420/100 8.0 420 100 18.0 T-40 50 1205445

HTP-T-FH-PT-8,0x460/100 8.0 460 100 18.0 T-40 50 1205448

HTP-T-FH-PT-8,0x500/100 8.0 500 100 18.0 T-40 50 1205451

HTP-T-FH-PT-10,0x140/84 10.0 140 84 22.5 T-40 50 1205466

HTP-T-FH-PT-10,0x160/100 10.0 160 100 22.5 T-40 50 1205471

HTP-T-FH-PT-10,0x180/100 10.0 180 100 22.5 T-40 50 1205473

HTP-T-FH-PT-10,0x200/100 10.0 200 100 22.5 T-40 50 1205476

HTP-T-FH-PT-10,0x220/100 10.0 220 100 22.5 T-40 50 1205479

HTP-T-FH-PT-10,0x240/100 10.0 240 100 22.5 T-40 50 1205482

HTP-T-FH-PT-10,0x260/100 10.0 260 100 22.5 T-40 50 1205485

HTP-T-FH-PT-10,0x280/100 10.0 280 100 22.5 T-40 50 1205488

HTP-T-FH-PT-10,0x300/100 10.0 300 100 22.5 T-40 50 1205491

HTP-T-FH-PT-10,0x320/100 10.0 320 100 22.5 T-40 50 1205493

HTP-T-FH-PT-10,0x340/100 10.0 340 100 22.5 T-40 50 1205496

HTP-T-FH-PT-10,0x360/100 10.0 360 100 22.5 T-40 50 1205498

HTP-T-FH-PT-10,0x380/100 10.0 380 100 22.5 T-40 50 1205502

HTP-T-FH-PT-10,0x400/100 10.0 400 100 22.5 T-40 50 1205504

HTP-T-FH-PT



33SFS | Cross Laminated Timber | CatalogueAll dimension in mm

	

HTP-T-FX

Material

Carbon steel, bright zinc plated

Application

Wood / wood assembly.

Feature and advantage
•	 Flange head XL

Conformity

Designation Box Page

T40-25-HEX1/4”-HECO 10 64 1204957

ZA1/4-Magic Flip 1 64 1659455

Accessories

19
ETA-19/0553

Designation d L lg dh Recess Box Code

HTP-T-FX-PT-8,0x160/100 8.0 160 100 22.5 T-40 50 1205390

HTP-T-FX-PT-8,0x180/100 8.0 180 100 22.5 T-40 50 1205394

HTP-T-FX-PT-8,0x200/100 8.0 200 100 22.5 T-40 50 1205399

HTP-T-FX-PT-8,0x220/100 8.0 220 100 22.5 T-40 50 1205403

HTP-T-FX-PT-8,0x240/100 8.0 240 100 22.5 T-40 50 1205408

HTP-T-FX-PT-8,0x260/100 8.0 260 100 22.5 T-40 50 1205412

HTP-T-FX-PT-8,0x280/100 8.0 280 100 22.5 T-40 50 1205417

HTP-T-FX-PT-8,0x300/100 8.0 300 100 22.5 T-40 50 1205422

HTP-T-FX-PT-8,0x320/100 8.0 320 100 22.5 T-40 50 1205425

HTP-T-FX-PT-8,0x340/100 8.0 340 100 22.5 T-40 50 1205430

HTP-T-FX-PT-8,0x360/100 8.0 360 100 22.5 T-40 50 1205434

HTP-T-FX-PT-8,0x380/100 8.0 380 100 22.5 T-40 50 1205438

HTP-T-FX-PT-8,0x400/100 8.0 400 100 22.5 T-40 50 1205442

d

l

lg

d h
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WFO

Material

   

Application

Conformity

d L lg dh Skalle Antal/frp Art.nummer

WFO-T-S20-8x80/50 8,0 80 50 20,0 T-40 50 1374532

WFO-T-S20-8x100/60 8,0 100 60 20,0 T-40 50 1374533

WFO-T-S20-8x120/80 8,0 120 80 20,0 T-40 50 1374536

WFO-T-S20-8x140/80 8,0 140 80 20,0 T-40 50 1374534

WFO-T-S20-8x160/80 8,0 160 80 20,0 T-40 50 1374537

WFO-T-S20-8x180/100 8,0 180 100 20,0 T-40 50 1374538

WFO-T-S20-8x200/100 8,0 200 100 20,0 T-40 50 1374539

WFO-T-S20-8x220/100 8,0 220 100 20,0 T-40 50 1374540

WFO-T-S20-8x240/100 8,0 240 100 20,0 T-40 50 1374543

WFO-T-S20-8x260/100 8,0 260 100 20,0 T-40 50 1374544

WFO-T-S20-8x280/100 8,0 280 100 20,0 T-40 50 1374545

WFO-T-S20-8x300/100 8,0 300 100 20,0 T-40 50 1374546

WFO-T-S20-8x320/100 8,0 320 100 20,0 T-40 50 1374547

WFO-T-S20-8x340/100 8,0 340 100 20,0 T-40 50 1374548

WFO-T-S20-8x360/100 8,0 360 100 20,0 T-40 50 1374549

WFO-T-S20-8x380/100 8,0 380 100 20,0 T-40 50 1374550

WFO-T-S20-8x400/100 8,0 400 100 20,0 T-40 50 1374551

WFO-T-S20-8x450/100 8,0 450 100 20,0 T-40 50 1620197

WFO-T-S20-8x500/100 8,0 500 100 20,0 T-40 50 1620198
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d L lg dh Skalle Antal/frp Art.nummer

WFO-T-S25-10x100/60 10,0 100 60 25,0 T-50 25 1374552

WFO-T-S25-10x120/80 10,0 120 80 25,0 T-50 25 1374553

WFO-T-S25-10x140/80 10,0 140 80 25,0 T-50 25 1374554

WFO-T-S25-10x160/80 10,0 160 80 25,0 T-50 25 1374555

WFO-T-S25-10x180/100 10,0 180 100 25,0 T-50 25 1374556

WFO-T-S25-10x200/100 10,0 200 100 25,0 T-50 25 1374557

WFO-T-S25-10x220/100 10,0 220 100 25,0 T-50 25 1374558

WFO-T-S25-10x240/100 10,0 240 100 25,0 T-50 25 1374560

WFO-T-S25-10x260/100 10,0 260 100 25,0 T-50 25 1374561

WFO-T-S25-10x280/100 10,0 280 100 25,0 T-50 25 1374562

WFO-T-S25-10x300/100 10,0 300 100 25,0 T-50 25 1374563

WFO-T-S25-10x320/100 10,0 320 100 25,0 T-50 25 1374564

WFO-T-S25-10x340/100 10,0 340 100 25,0 T-50 25 1374565

WFO-T-S25-10x360/100 10,0 360 100 25,0 T-50 25 1374566

WFO-T-S25-10x380/100 10,0 380 100 25,0 T-50 25 1374567

WFO-T-S25-10x400/100 10,0 400 100 25,0 T-50 25 1374568

WFO-T-S25-10x450/100 10,0 450 100 25,0 T-50 25 1620457

WFO-T-S25-10x500/100 10,0 500 100 25,0 T-50 25 1620460

WFO
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HTP-T-H

Material

Carbon steel, bright zinc plated

Application

Metal / wood assembly

Feature and advantage
•	 Double drive hex and T40
•	 Centering collar under head

Conformity

Designation Box Page

T40-25-HEX1/4”-HECO 10 64 1204957

Accessorie

19
ETA-19/0553

Designation d L lg dh Recess Box Code

HTP-T-H-FT-8.0x50/42 8.0 50 42 13.0 HEX-13/T-40 100 1205368

HTP-T-H-FT-8.0x60/52 8.0 60 52 13.0 HEX-13/T-40 100 1205370

HTP-T-H-FT-8.0x70/62 8.0 70 62 13.0 HEX-13/T-40 50 1205371

HTP-T-H-FT-8.0x80/72 8.0 80 72 13.0 HEX-13/T-40 50 1205374

HTP-T-H-FT-8.0x100/92 8.0 100 92 13.0 HEX-13/T-40 50 1205378

HTP-T-H-PT-8.0x120/70 8.0 120 70 13.0 HEX-13/T-40 50 1205383

HTP-T-H-PT-8.0x140/84 8.0 140 84 13.0 HEX-13/T-40 50 1205386

HTP-T-H-FT-10.0x60/50 10.0 60 50 15.0 HEX-15/T-40 50 1205452

HTP-T-H-FT-10.0x70/60 10.0 70 60 15.0 HEX-15/T-40 50 1205453

HTP-T-H-FT-10.0x80/70 10.0 80 70 15.0 HEX-15/T-40 50 1205456

HTP-T-H-FT-10.0x100/90 10.0 100 90 15.0 HEX-15/T-40 50 1205459

HTP-T-H-PT-10.0x120/70 10.0 120 70 15.0 HEX-15/T-40 50 1205464

HTP-T-H-PT-10.0x140/84 10.0 140 84 15.0 HEX-15/T-40 50 1205467

d

d h

lg

l
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WFD

Material

Carbon steel, bright zinc plated

Application

Conformity

d L lg
Krag 

diam. Skalle Antal/frp Art.nummer

WFD-T-H12-8x40 8,0 40 7,8 SW12/T-30 50 930805

WFD-T-H12-8x50/30 8,0 50 30 7,8 SW12/T-30 50 930811

WFD-T-H12-8x60/40 8,0 60 40 7,8 SW12/T-30 50 930812

WFD-T-H12-8x70/40 8,0 70 40 7,8 SW12/T-30 50 930814

WFD-T-H12-8x80/50 8,0 80 50 7,8 SW12/T-30 50 930817

WFD-T-H12-8x100/60 8,0 100 60 7,8 SW12/T-30 50 930818

WFD-T-H12-8x120/80 8,0 120 80 7,8 SW12/T-30 50 930819

WFD-T-H12-8x140/80 8,0 140 80 7,8 SW12/T-30 50 930820

WFD-T-H12-8x160/80 8,0 160 80 7,8 SW12/T-30 50 930821

WFD-T-H12-8x180/100 8,0 180 100 7,8 SW12/T-30 50 930822

WFD-T-H12-8x200/100 8,0 200 100 7,8 SW12/T-30 50 930996

WFD-T-H12-8x220/100 8,0 220 100 7,8 SW12/T-30 50 930999

WFD-T-H12-8x240/100 8,0 240 100 7,8 SW12/T-30 50 931001

WFD-T-H12-8x260/100 8,0 260 100 7,8 SW12/T-30 50 931003

WFD-T-H12-8x280/100 8,0 280 100 7,8 SW12/T-30 50 931005

WFD-T-H12-8x300/100 8,0 300 100 7,8 SW12/T-30 50 931007

WFD-T-H12-8x320/100 8,0 320 100 7,8 SW12/T-30 50 931009

WFD-T-H12-8x340/100 8,0 340 100 7,8 SW12/T-30 50 931010

WFD-T-H12-8x360/100 8,0 360 100 7,8 SW12/T-30 50 931011

WFD-T-H12-8x380/100 8,0 380 100 7,8 SW12/T-30 50 931012

WFD-T-H12-8x400/100 8,0 400 100 7,8 SW12/T-30 50 931014
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WFD

d L lg
Krag 

diam. Skalle Antal/frp Art.nummer

WFD-T-H15-10x60/40 10,0 60 40 9,8 SW15/T-40 50 931015

WFD-T-H15-10x70/40 10,0 70 40 9,8 SW15/T-40 50 931018

WFD-T-H15-10x80/50 10,0 80 50 9,8 SW15/T-40 50 931020

WFD-T-H15-10x100/60 10,0 100 60 9,8 SW15/T-40 50 931030

WFD-T-H15-10x120/80 10,0 120 80 9,8 SW15/T-40 50 931037

WFD-T-H15-10x140/80 10,0 140 80 9,8 SW15/T-40 50 931039

WFD-T-H15-10x160/80 10,0 160 80 9,8 SW15/T-40 50 931041

WFD-T-H15-10x180/100 10,0 180 100 9,8 SW15/T-40 50 931049

WFD-T-H15-10x200/100 10,0 200 100 9,8 SW15/T-40 50 931051

WFD-T-H15-10x220/100 10,0 220 100 9,8 SW15/T-40 50 931055

WFD-T-H15-10x240/100 10,0 240 100 9,8 SW15/T-40 50 931061

WFD-T-H15-10x260/100 10,0 260 100 9,8 SW15/T-40 50 931069

WFD-T-H15-10x280/100 10,0 280 100 9,8 SW15/T-40 50 931075

WFD-T-H15-10x300/100 10,0 300 100 9,8 SW15/T-40 50 931079

WFD-T-H15-10x350/100 10,0 350 100 9,8 SW15/T-40 50 1761792

WFD-T-H15-10x400/100 10,0 400 100 9,8 SW15/T-40 50 931087

WFD-T-H17-12x80/50 12,0 80 50 11,8 SW17/T-40 25 931092

WFD-T-H17-12x100/60 12,0 100 60 11,8 SW17/T-40 25 931095

WFD-T-H17-12x120/80 12,0 120 80 11,8 SW17/T-40 25 931096

WFD-T-H17-12x140/80 12,0 140 80 11,8 SW17/T-40 25 931098

WFD-T-H17-12x160/80 12,0 160 80 11,8 SW17/T-40 25 931100

WFD-T-H17-12x180/100 12,0 180 100 11,8 SW17/T-40 25 931101

WFD-T-H17-12x200/100 12,0 200 100 11,8 SW17/T-40 25 931103

WFD-T-H17-12x220/100 12,0 220 100 11,8 SW17/T-40 25 931105

WFD-T-H17-12x240/100 12,0 240 100 11,8 SW17/T-40 25 931109

WFD-T-H17-12x260/100 12,0 260 100 11,8 SW17/T-40 25 931111

WFD-T-H17-12x280/100 12,0 280 100 11,8 SW17/T-40 25 931113

WFD-T-H17-12x300/120 12,0 300 120 11,8 SW17/T-40 25 931115

WFD-T-H17-12x350/120 12,0 350 120 11,8 SW17/T-40 25 1129126

WFD-T-H17-12x400/120 12,0 400 120 11,8 SW17/T-40 25 931125



Brackets 
plates
fasteners
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1687869

3012002

1687871

1687874

1687867

Designation
Used for timber to concrete connections in heavy duty constructions. 
Usefull at larger uplift forces.                                                                                                   

Product information
Material: HDG 
Nail holes: Ø 5,0 mm 
Bolt holes: 1687869 & 1687874: Ø 13,0 mm, 
Bolt holes: 1687871: Ø 17,0 mm

Code Dimension T×H×L×B Weight Box

1687867 JAB 3,0×120×93×240 1.15 10

1687869 JAB 3,0×120×103×200 1.04

1687871 JAB 3,0×120×123×240

1687874 JAB 3,0×71×103×200 0.78

3012002 JRV 12,0×190×73 1.33 10

3012003 JRV 12,0×230×73 1.62

Vinkel med frosterkningsplate

Code Dimension T×H×L×B Weight Box

4370012 3,0x120x103x200 2,37 5

4370013 3,0x120x123x240 3,02

4370014 3,0x71x103x200 2,10

4370012/13/14

Angle bracket 437
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Product information
Material: HDG 
Nail holes: Ø 5,0 mm 
Bolt holes: 1687869 & 1687874: Ø 13,0 mm, 
Bolt holes: 1687871: Ø 17,0 mm

Code Dimension T×H×L×B Weight Box Coating

1754062 JAB 3,0×400×80×60 0.98 20 HDG

Designation
Angle bracket 440 is manufactured out of 3 mm galvanized steel-
plate with a yield stress of 350MPa. The reinforcing washer is 12 
mm in thickness, which  increases the strength of the bracket 
when there are  upward loads.

Angle bracket 440 with washer is CE-approved according to CPR 
305/2011 and its performance is declared in Joma-DoP-026-13.

Product information
3,0 mm pre-galvanized steel plate.
Nail holes: Ø 5,0 mm
Bolt holes tall shank: 13,0 mm
Bolt holes short shank: 17,5 mm
Washer: 12,0 x 60,0 x 75,0 mm hot dip galvanized 50μ

Angle bracket 440
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Code Dimension T×H×L×B Weight. Box Coating

1754087 JAB 4,0×100×85×65 0.33 20 Magnelis 20μ

1754090 JAB 4,0×150×85×65 0.41

1754094 JAB 4,0×285×85×65 0.66

1754050 JAB 4,0×100×85×65 0.33 HDG 50μ

1754051 JAB 4,0×150×85×65 0.41

1754162 JAB 4,0×285×85×65 0.66

Designation
Designed to withstand high upward loads but also be strong in 
other load directions. The design of the stiffener and the place-
ment of the holes are optimized for maximum performance both 
in terms of standing posts and horizontal beams. The angle is 
manufactured in two different surface treatments, Magnelis with 
a surface layer 20μ that meets the requirements for climate 
class 1 & 2 or a hot-dip galvanized with a surface layer of 50μ 
that meets the requirements for climate class 1, 2 & 3.

Product information
4.0 mm surface-treated steel sheet.
Nail holes: Ø 5.0 mm
Bolt hole: Ø 14.0 mm

Angle bracket 444
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Designation
Is mostly used for cross joints in wood and as a bond for smaller, 
trimmed joists. But the use of bolt or expander the angle bracket 
can also be used for anchoring

402M: with reinforcment
402U: without reinforcmen

Product information
3,0 mm pre-galvanized steel plate.
Nail holes: Ø 5,0 mm
Bolt holes: Ø 11,0 mm

Code Dimension T×H×L×B Weight. Box Coating

1687830 JAB 3,0×105×105×90M 0.40 50 HDG

1761330 JAB 3,0×105×105×90U 0.40

Angle bracket 402U/402M
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Product information
Angle bracket 445
3,0 mm pre-galvanized steel plate
Nail holes: Ø 5,0 mm
Bolt holes: Ø 11,0 mm 

Angle bracket 446
3,0 mm pre-galvanized steel plate SUB350.
Nail holes: Ø 5,0 mm
Bolt holes: Ø 17,5 mm

Code Dimension T×H×L×B Weight. Box Coating

1754163 JAB 3,0×170×115×95 0.60 25 HDG

1754165 JAB 3,0×309×65×64 0.58 10

1754166 JAB 3,0×403×65×64 0.65

1754166

Angle bracketcket 445/446

Designation
Angle bracket 445
Used for timber to concrete connections and for cross joints in 
timber. Heavy duty capacity.

Angle bracket 446
Used for timber to concrete connections. The smart design of 
the bracket gives it high load capacity in the vertical direction.
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Code Dimension T×B×L

1754243 1,5×60×140

1754244 1,5×60×160

1754246 1,5×60×180

1754248 1,5×60×200

1754249 1,5×60×220

1754250 1,5×60×300

1754282 1,5×60×420

1754283 1,5×60×500

1754284 1,5×80×100

1754285 1,5×80×140

1754287 1,5×80×180

1754288 1,5×80×220

1754289 1,5×80×240

1754350 1,5×80×300

1754355 1,5×80×420

1754369 1,5×80×500

1754377 1,5×100×220

1754382 1,5×100×240

Designation
Perforerte hullplater brukes hovedsakelig som skjøteplater i tre-
konstruksjoner, f.eks. massivtre, limtre skjøter. For å unngå 
eksentrisk belastning er det lurt å bruke to plater per skjøt. 
En skjøt skal inneholde minst tre spiker eller skruer.

Product information
Materiale: 1,5 mm og 2,0 mm HDG stålplate.
Spikerhull: Ø 5,0 mm

Jointing plate - 1,5 mm       Jointing plate- 2,0 mm

Code Dimension T×B×L

1754747 2,0x40x120

1754748 2,0x40x160

1754821 2,0x40x200

1754825 2,0x40x300

1754829 2,0x40x400

1754831 2,0x50x200

1754836 2,0x60x140

1754838 2,0x60x160

1754840 2,0x60x200

1754867 2,0x60x240

1754868 2,0x60x300

1754869 2,0x80x140

1754884 2,0x80x160

1754886 2,0x80x200

1754887 2,0x80x240

1754919 2,0x80x300

1754947 2,0x100x140

1754950 2,0x100x200

Jointing plate
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Code Dimension T×W×L

1754384 1,5×100×300

1754386 1,5×120×220

1754387 1,5×140×240

1754390 1,5×140×260

1754391 1,5×140×300

1754407 1,5×160×180

1754408 1,5×160×220

1754410 1,5×160×240

1754415 1,5×180×180

1754421 1,5×200×300

1754422 1,5×320×140

Jointing plate - 1,5 mm       Jointing plate- 2,0 mm

Code Dimension T×W×L

1754953 2,0x100x240

1754962 2,0x100x260

1754963 2,0x100x300

1754969 2,0x100x400

1754971 2,0x100x500

1754983 2,0x120x200

1754984 2,0x120x240

1754985 2,0x120x260

1754986 2,0x120x300

1754987 2,0x120x400

1754988 2,0x120x500

1754991 2,0x140x400

1755006 2,0x140x500

1755007 2,0x160x400

1755201 2,0x160x500

1755245 2,0x180x400

1755247 2,0x180x500

1755249 2,0x200x200

1755250 2,0x200x300

1755351 2,0x200x400

1755310 2,0x300x300

1755316 2,0x300x400

1755318 2,0×40×1200

1755319 2,0×60×1200

1755320 2,0×80×1200

1755321 2,0×100×1200

1755332 2,0×120×1200

1755333 2,0×140×1200

1756278 2,0×160×1200

1756355 2,0×180×1200

1756363 2,0×200×1200

1756365 2,0×220×1200

1756492 2,0×240×1200

1756500 2,0×300×1200

Jointing plate



47SFS | Cross Laminated Timber | Catalogue

	

Anchor nails Ø 3,1mm, 4,0 MM & 6,0mm

Code Dimension Weight Box

1756548 JAN 3,1x40 1,36 500

1756550 JAN 3,1x60 1,00 250

1756551 JAN 4,0x30 0,79

1756562 JAN 4,0x35 1,00

1687854 JAN 4,0x40* 1,14

1756563 JAN 4,0x50* 1,39

1687856 JAN 4,0x60* 1,66 250

1756567 JAN 4,0x75* 2,08

1758458 JAN 4,0x100 2,62

1758459 JAN 6,0x60 1,54 100 

1758460 JAN 6,0x80 2,00

1758462 JAN 6,0x100 1,25 200

Anchor screw Ø 4,5 MM & 5,0 MM
1757643 JAS 4,5x32 0,62 250

1757673 JAS 5,0x35 0,84

1757678 JAS 5,0x40* 0,93

1687858 JAS 5,0x50 1,15

1701471 JAS 5,0x60 1,15 150

Designation
For fixation of Joma brackets always use the approved type 
of anchor nails or anchor screws

Product information
Material: Galvanized or stainless steel.

Nails and Screws
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 Concrete screw anchor 10,0 MM

Code Designation Box Washer  Bits Drill diameter Clamp Length ETA-15/0784

1204993 MMS-plus-SS-10,0x60 25 19,0 SW-13 8 10 •

1204994 MMS-plus-SS-10,0x70 25 19,0 SW-13 8 5/20 •

1204995 MMS-plus-SS-10,0x80 25 19,0 SW-13 8 15/30 •

1204996 MMS-plus-SS-10,0x90 25 19,0 SW-13 8 25/40 •

1205020 MMS-plus-SS-10,0x100 25 19,0 SW-13 8 35/50 •

1205021 MMS-plus-SS-10,0x120 25 19,0 SW-13 8 55/70 •

1205022 MMS-plus-SS-10,0x140 25 19,0 SW-13 8 75/90 •

1205023 MMS-plus-SS-10,0x160 25 19,0 SW-13 8 95/110 •

Concrete screw anchor 12,0 MM

1205137 MMS-plus-SS-12,0x60 25 22,0  SW-15 10 5 •

1204997 MMS-plus-SS-12,0x80 25 22,0 SW-15 10 5 •

1204998 MMS-plus-SS-12,0x90 25 22,0 SW-15 10 1/5 •

1204999 MMS-plus-SS-12,0x100 25 22,0 SW-15 10 10/25 •

1205000 MMS-plus-SS-12,0x120 25 22,0 SW-15 10 30/45 •

1205001 MMS-plus-SS-12,0x140 25 22,0 SW-15 10 50/65 •
1205024 MMS-plus-SS-12,0x160 25 22,0 SW-15 10 70/85 •

Concrete screw anchor 16,0 MM

Code Designation Box  Washer  Bits Drill diameter Clamp Length ETA-15/0784

1205094 MMS-plus-SS-16,0x120 10 19,0 SW-21 14 5/20 •

1205002 MMS-plus-SS-16,0x130 10 19,0 SW-21 14 15/30 •

1205003 MMS-plus-SS-16,0x140 10 19,0 SW-21 14 25/40 •

1205004 MMS-plus-SS-16,0x160 10 19,0 SW-21 14 45/60 •

Concrete screw anchor
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Fully/partially threaded timber screw with hexagon head & torx in hardened steel zink coating

Ø 10,0MM

Code Designation Box  Bits L Thread ETA-15/0784 C1
1205453 HTP-T-H-FT-10x70 50 Sekskanthode / T40 60 mm • •
1205456 HTP-T-H-FT-10x80 50 Sekskanthode / T40 70 mm • •
1205459 HTP-T-H-FT-10x100 50 Sekskanthode / T40 90mm • •

DELGJENGET
1205464 HTP-T-H-PT-10,0x120/70 50 Sekskanthode / T40 70 mm • •
1205467 HTP-T-H-PT-10,0x140/84 50 Sekskanthode / T40 84 mm • •

Ø 12,0MM

Code Designation Box  Bits L Thread ETA-12/0373 C1

 1560740 WFD-T-H17-12x80 25 Sekskanthode / T40 58 • •

 1560741 WFD-T-H17-12x100 25 Sekskanthode / T40 70 • •

 1560754 WFD-T-H17-12x120 25 Sekskanthode / T40 84 • •

 1560755 WFD-T-H17-12x140 25 Sekskanthode / T40 100 • •

 1559661 WFD-T-H17-12x160 25 Sekskanthode / T40 100 • •

Timber connection fasteners





Consoles
window 
mounting
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Depth 
adjustment

Frame mount with 
thread, adjustable 
from inside and out-
side the frame.

Console system JB-D® PLUS

Simple installation
Instead of building frames to mount frames in, windows are 
mounted directly into the directly into the wall frame using JB-
D® PLUS. Less material and time required makes this a cost ef-
fective solution. solution. Weatherproofing and turning can be 
done directly when the frame is installed.

Optimized frame mounting - JB-D® PLUS 
The brackets can withstand high loads thanks to their robust 
construction. Regardless of the frame material, the brackets can 
be can be pre-assembled in the factory to facilitate window in-
stallation. Full adjustability of the brackets ensures the window’s 
functionality over time.

Benefits JB-D® PLUS
•	 Robust construction
•	 Ideal for replacing windows in insulation 
•	 Adjustable 
•	 Pre-assembly possible 
•	 Suitable for all frame materials 
•	 Possibility of calculations and documentation for installation  

Robust steel construction
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Mounting plate

Fixing in the wall structure Fixing with angle, for porous structures

Optimalt fitting 
Porous wall frame 
angles for extra stabil-
ity.

JB-D® PLUS – bottom mounting 
When holes in the bottom window frame piece are not allowed, 
this bracket is used. Attachment takes place on the inside of the 
frame, which means that you can easily install from the inside of 
the wall frame. Height adjustment is done with spacers between 
frame and bracket. The same robust properties as other JB-D® 
PLUS brackets. with minimal drive space.

Angle bracket frame  

Closed console for higher loads

•	 	Can withstand high loads
•	 Minimal footprint
•	 Easy height adjustment with spacers
•	 Quick and easy installation with frame angle
•	 Increased load-bearing capacity with angle bracket attachment 
•	 Withstands more porous wall structure with angles 
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Fitting sides and on top of frame

Wall frame Product Designation # Box. ArtNr.
U-konsol JB-D-U155 20 50 1651506

Wood/CLT
JB-D-U185 21 1651529

JB-D-U225 22 1651505

JB-D-U265 23 1651504

Stängd konsol JB-D-R225 24 25 1651503

JB-D-R265 25 1651502

Frame from wall  AKB

Wood/CLT 160

180

200

220

240

0 10 20 30 40 50 60 70 80 90
  

10
0

11
0

12
0

13
0

14
0

15
0AKB

Wall frame (mm)

15               20                 50

35  20  50

85           22/24           120

22/24

0                          20                          50

0                          20                          50

70                     22/24                     120

70                     22/24                     120

70                     22/24                     120

0                          20                          50

125    23/25   150

23/25

110              23/25              150

110              23/25              150

110              23/25              150

45                21                80

65  21  80

30                         21                         80

30                         21                         80

30                         21                         80

AKB = distance between the frame attachment and the outside of the wall structure
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AKB = distance between the frame attachment and the outside of the wall structure

Fitting under frame

Frame from wall  AKB

Wood/CLT 160

180

200

220

240

0 10 20 30 40 50 60 70 80 90
  

10
0

11
0

12
0

13
0

14
0

15
0AKB

Wall frame (mm)

15                26                50

35  26  50

85            28/30           120

28/30

0                          26                          50

0                          26                          50

70                     28/30                     120

70                     28/30                     120

70                     28/30                     120

0                          26                          50

125    29/31   150

29/31

110             29/31              150

110             29/31              150

110             29/31              150

45                27                80

65  27 80

30                         27                         80

30                         27                         80

30                         27                         80

Wall frame Product Designation # Box Code
U-konsol JB-DK-U155 26 50 1651501

JB-DK-U185 27 1651496

JB-DK-U225 28 1651493

JB-DK-U265 29 1772128

Closed konsol JB-DK-R225 30 25 1651494

JB-DK-R265 31 1651495

Wood/CLT
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JB-D® PLUS – Window brackets for fixing in wood, concrete, limestone and Aerated concreate. 
Product Designation # Lenght (mm) Bredd (mm) Box Code
JB-D® PLUS U-console JB-D-U155 20 155 47 50 1651506

JB-D-U185 21 185 1651529
JB-D-U225 22 225 1651505
JB-D-U265 23 265 1651504

JB-D® PLUS Closed console JB-D-R225 24 225 47 25 1651503
JB-D-R265 25 265 1651502

JB-DK PLUS U-console JB-DK-U155 26 155 47 50 1651501
mounting bottom piece JB-DK-U185 27 185 1651496

JB-DK-U225 28 225 1651493
JB-DK-U265 29 265 1772128

JB-DK PLUS closed console JB-DK-R225 30 225 47 25 1651494
mounting bottom piece JB-DK-R265 31 265 1651495

 Product assortment
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JB-D® PLUS – Fixing to the frame and accessories
Product Material Designation Recess Ø Lenght(mm) Box Code

PVC Reinforced alu./steel SP3/9-M3,9×16-GSW PH2 3,9 16 2000 1550925
PVC Reinforced alu./steel SN4/24-7504P-4,8×32 PH2 4,8 32 1000   689570
Wood HTP-T-CS-PT-4,5×40 T20 4,5 40 500 1205259

Aluminium SLG-S-4,8×20 HEX 8 4,8 20 100 1772647

PVC reinforced/connector SPC4/33-5,5×45-GS T30 5,5 45 100 1133336

Fäste för mindre JB-AM8-T – – 70 250 1346176
drevmån 
Cover, white CC-JB/10,5 RAL9010 – – 13 100 846879
Cover, tan CC-JB/10,5 RAL8011 – – 846877
Bits: T25/¼" T25-70-HEX¼" ¼" – 70 10 1167067
Bits: T30/¼" T30-70-HEX¼" ¼" 70 10 23488

Fixing bracket JB-D®-W to PVC
Product  Designation Recess Ø Lenght (mm) Box Code

SPT/24-4,3×30 PH2 4,3 30 1000 1523991

Fixing bracket JB-D®-W to PVC with reinforcement
Product Designation Recess Ø Lenght (mm) Box Code

SP3-3,9×25 PH2 3,9 25 2000 1550934

JB-D® PLUS – Fixing to wall frame
Product Material Designation Recess Ø Lenght (mm) Box Code

Concrete, Limestone MMS-plus-P-D15-7,5×60 T30 7,5 60 50 1205035

Wood HTP-T-FH-FT-8×80/74 HD30 8 80 50 1205373

Hollow bricks FB-FK-T30-7,5×132 T30 7,5 132 100 1089936

Aerated concrete IGR-FK/T25-8×61 T25 8 61 100 1407343

Concrete/ Hollow bricks SXRL-10×80-T T30 10 80 25 1562247

Aerated concrete FL-FK-T30-9×245 T30 9 245 50 1580711



Tools
Accessories
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Lifting anchors

Designation Code Box Bits GNA ETA 12/0373 CE

Lifting anchor 1.3 tons 1623029 2 • • •

SR-T-H17-12x120-Lift, fastening screwgang)* 1622879 30 T40 • • •

SR-T-H17-12x160-Lift, fastening screwgang)* 1623010 30 T40 • • •

Designation
Lifting anchors for KL elements, beams, prefabricated roof and wall sections
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Designation
Joining tools for KL panels/blocks/beams

Designation Code Box
BTW hook, with hook bracket 1659597 1
PTW plate, with screw bracket 1659596

Joining tools
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Designation Code Length mm 

T25-25-HEX1/4” 24008 25

T25-110-HEX1/4" 1207371 110

T25-150-HEX1/4" 1207604 150

T30-25-HEX1/4” 24010 25

T30-50-HEX1/4” 1489139 50

T30-70-HEX1/4” 23488 70

T30-150-HEX1/4” 24047 150

T30-200-HEX1/4” 987757 200

T30-350-HEX1/4” 978292 350

T40-25-HEX1/4” 769474 25

T40-50-HEX1/4” 1489140 50

T40-70-HEX1/4” 998373 70

T40-152-HEX1/4” 907362 152

T40-200-HEX1/4” 930217 200

T40-350-HEX1/4” 978291 350

T40-520-HEX1/4” 968661 520

TX45-40-1/2” 1489157 40

T50-35-HEX5/16” 1184095 35

T50-70-HEX5/16” 1184100 70

H2-70-HEX1/4” 761135 70

H3-25-HEX1/4” 25371 25

IT-PH2-25RED 533735 25

HD20-25-HEX1/4 1205164 20-25

HD25-25-HEX1/4 1205165 25-25

HD30-25-HEX1/4 1205166 30-25

HD40-25-HEX1/4 1205167 40-25

HD20-70-HEX1/4 1205168 20-70

HD30-70-HEX1/4 1205169 30-70

HD40-70-HEX1/4 1205170 40-70

Designation Code

HECO-MagicFlip 1205175

Bit holder

( Code 1205175 )

Bits and Tools
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SFS cooperates with the Product information distribution platform ProdLib. 
With this service, we provide our Products directly to the designer›s desktop, allowing for easy management to download, research and 
use the Product information from SFS. 
 
ProdLib is a free product library made for architects and civil engineers. With ProdLib, users can organize their construction project while 
staying in touch with the latest product offerings. Within the platform there are dozens of well-known construction-related companies and 
their product libraries. The libraries contain BIM and CAD objects, Product information, documents and other files. ProdLib is compatible 
with AutoCAD, Revit and ArchiCAD but can also be used independently. 
 
The product libraries in ProdLib compile all the comprehensive necessary information into one tool. Organized libraries ensure that you as a 
designer can focus on designing, searching and building the best solution. You can customize Producter to fit your drawing. The files are 
reliable, high quality and available in multiple formats.  
 
The libraries are updated regularly, where you as a user can be sure that the Product information always contains the latest.  
 
How to install and use ProdLib? 
 
1. Download and install ProdLib https://www.prodlib.com/download/ 
2. download the SFS Product library 
3. Search the library and insert the selected object into your drawing project. 
 
- Read about the Product information and get to know the Products from SFS. 
- Change Product properties 
- You can use ProdLib in your own drawing program or use it standalone 
 
More detailed instructions on installing and using ProdLib can be found here. 
http://www.prodlib.com/downloads/ProdLib_usersmanual.pdf

SFS Producter i ProdLib plattform



64 SFS | Cross Laminated Timber | Catalogue

	

Sertifiseringer, godkjenninger  
og bransje foreninger
CE-merkning er en produktmerkning innen EØS. Bokstavene CE 
er en forkortelse for Conformité Européenne. Et produkt med 
CE-merkning får selges i EØS-området uten ytterligere krav.  
Forutsetningen for att få CE-merke et produkt er:
  · �Produktet er i overenstemmelse med grunnleggende krav  

om helse, sikkerhet, funksjon og miljø.
  · At foreskrevne prosesser følges.

EOTA er et ledende Sertifiseringsorgan for produktsertifisering og 
personsertifisering innen bygg-, installasjon- og anlegg, med  
mulighet for å  assistere selskap i eget land som i øvrige Europa. 
SFS, division construction bruker EOTA for å lage de Europeiske 
Tekniske godkjenningene (ETA) på våre produkter. Se vår hjemmesi-
de for ytterligere informasjon www.sfsintec.biz/no

SINTEF Teknisk Godkjenning dokumenterer at en byggeprodukt 
eller en konstruksjonsløsning har nødvendige krav i Norge. God-
kjenningen inkluderer dokumentasjon av alle relevante egenska-
per for produktet. I tilegg angis det hvordan produktene skal mon-
teres og øvrige bruksegenskaper. Dette gjelder  
også miljøegenskapene. En SINTEF Teknisk Godkjenning er  
en komplett dokumentasjon i forhold til krav i tekniske forskrifter.

FM Approved. Industrielle og kommersielle bedrifter rundt om i 
verden stoler på at produkter og tjenester er FM-godkjente.  
Godkjenningen støttes av hvitenskaplig forskning og prøver og for-
teller kunden at produktet oppfyller høyeste standard.

ISO 9001 bygger på et antall grunnleggende prinsipper og bru-
kes av millioner av organisasjoner verden over. Sammenfattet hand-
ler standaren om at organisasjonen skal gå ut fra kundenes behov 
og se over de interne arbeidsrutiner for å redusere kostnadene. 
Foruten de positive effekter av et fungerende kvalitetsikringssys-
tem som effektifisering og økt lønnsomhet, brukes ISO 9001 mer i 

anskaffelsesprosedyrer. ISO 9001 inneholder  
femtiåtte krav som baseres på åtte prinsipper: 
Lederskap, kundefokus, prosesser, systemer for ledelse, medarbeider-
nes engasjement, faktabaserte beslutninger, fordelaktige relasjoner 
for både leverandører og kunder.

ISO 14001 er en internasjonalt akseptert standard, som utgjør ba-
sis for fastsetting av miljøledelse. Grunnen til ISO 14001 er de 55 
skal-kravene. Disse kan ses som komponenter for å lykkes med 
miljøledelse. Som bevis på at bedriften tilfredstiler de krav standarden 
setter, blir bedriften sertifisert av et uavhengig sertifiseringsorgan.

Takprodusentenes forskningsgruppe (TPF) er en sammenslutning 
på frivillig basis av bedrifter som arbeider med taktekking på flate 
tak i form av produksjon og leveranse av materialer eller utførelse 
av tekkearbeider. Hensikten med TPF er å dekke et behov medlem-
mene har for forskning ved utvikling av isolasjons- og tekkesyste-
mer, og å utgi informasjon om riktig bruk av disse. TPF har i mange 
år samarbeidet med SINTEF Byggforsk med tanke på utvikling av 
både produkter, systemløsninger og prøvingsmetoder samt infor-
masjonsvirksomhet. Både TPF og SINTEF Byggforsk har et bredt 
internasjonalt kontaktnett som omfatter produsenter, institutter og 
organisasjoner.
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Salgs -
og leverings betingelser
1. Anvendelse
Disse generelle bestemmelser gjelder under forutsetning av at annet ikke skrift-
lig er avtalt.

2. Inngåelse av avtale
Alle leveranser og tilbud fra SFS intec AS (heretter SFS intec)skjer utelukkende 
på grunnlag av disse vilkår. Andre vilkår gjelder kun dersom de er akseptert av 
SFS intec i skriftlig form. Dette gjelder også for det tilfelle at kunden bekrefter 
et tilbud fra SFS intec under henvisning til egne forretnings eller innkjøpsvilkår. 
Med mindre andre frister er avtalt gjelder tilbudene fra SFS intec for en måned 
fra tilbudsdato. Avviker bestillingen fra tilbud, er tilbudet ikke gjeldene.

3. Priser
Prislister angir bruttopriser fritt levert fra SFS intec sitt lager eller fabrikk, og er 
eksklusiv merverdiavgift. Rabatt gis i samsvar med ordrestørrelsen, eller basert 
på kjøpers totale innkjøp pr. år. i henhold til spesielle avtaler. Det tas forbehold 
om prisendringer til enhver tid uten varsel i forbindelse med, men ikke begren-
set til, endrede markedsforhold, prisstigninger eller valutasvingninger. Ved etter-
bestillinger er selger ikke bundet til priser fra tidligere oppdrag. 

4. Forsendelse
Dersom ikke annet er avtalt leverer SFS intec ab lager, ved forsendelse til utlan-
det ufortollet og uten avgifter. Dersom intet annet er avtalt velger SFS intec en 
egnet forsendelsesmåte. Med lasting av produktene I lageret/fabrikken går ri-
sikoen over til bestiller. Transporten skjer på bestillers risiko. Kostnader for for-
sendelsene belastes bestiller.

5. Merverdiavgift-omkostninger
Alle priser er eksklusiv merverdiavgift. Ved levering fra lager Lørenskog, er pri-
sene ab lager Lørenskog.

6. Leveringstid
Leveringsfrister/leveringsdatoer er kun bindende for SFS intec ved uttrykkelig 
skriftlig bekreftelse. Erstatningsansvar ved forsinket levering er utelukket med 
mindre SFS intec forsettlig eller grovt uaktsom har avtalt urealistiske leverings-
frister, og dette har forårsaket forsinkelsen.. I dette tilfelle begrenser ansvaret 
seg til dirkete tap på grunn av forsinkelsen, under forutsetning av at tapet var 
påregnelig. Tapt fortjeneste, skader på grunn av avbrudd i produksjonen, kost-
nader eller utgifter for innkjøp for å dekke manglende varer, eller annet indirekte 
tap, dekkes ikke. Denne ansvarsbegrensningen gjelder så langt den er forene-
lig med gjeldende norsk lov. Med leveringstid menes det tidspunkt når varene 
forlater fabrikk/lager.

7. Delleveringer
Siste uttak skal skje senest innen 12. måneder etter første leveranse har fun-
net sted.

8. Uforutsette leveringsproblemer
Uforutsette hendelser som force majeure eller andre hendelser som er utenfor 
kontrollen til SFS intec‘s eller dennes leverandører fritar SFS intec fra forpliktel-
sen til delvis eller fullstendig levering. I dette tilfelle er erstatningskrav av enhver 
type utelukket.

9. Betalingsbetingelser
Betaling skal skje senest 14 dager etter fakturadato. For ordre under kr 1000,- 
ex. mva belastes et ekspedisjonsgebyr på kr 200,-. Ved for sen innbetaling be-
lastes renter. Papirfaktura belastes med kr.50,-.

10. Salgspant
Selger har panterett i de leverte varer inntil kjøpesummen med tillegg av renter 

og omkostninger er helt betalt. Aksept ansees ikke som betaling før den er inn-
fridd i sin helhet.

11. Reklamasjon
Kunden plikter å undersøke varen omgående ved ankomst. Åpenbare mangler 
skal omgående meldes skriftlig til SFS intec. Dersom kunde forsømmer dette, 
gjelder varen som akseptert med mindre det dreier seg om en mangel som ikke 
var synlig ved den første undersøkelsen. Dersom det senere viser seg en slik 
mangel så skal den meldes omgående så snart det ble oppdaget. SFS intec’s 
ansvar omfatter kun levering av nytt feilfritt materiell. Erstatning for påregnelig 
og direkte økonomisk tap hos kjøper tilkjennes utelukkende såfremt mangelen 
skyldes at SFS intec har opptrådt forsettlig eller grovt uaktsomt. Erstatning for 
indirekte tap dekkes ikke.

12. Spesialproduserte produkter
Ved spesialproduksjon må kjøper godta som komplett leveranse 15% for mye 
eller for lite i forhold til bestilt kvantitet.

13. Bistand ved prosjektering
I enkelte tilfeller, og ved kjøp av enkelte produkter, kan SFS intec etter særskilt 
skriftlig avtale vederlagsfritt bistå kjøper med prosjektering og styrkeberegning. 
Kjøper må selv kontrollere, og står ansvarlig for, endelig prosjektering og styr-
keberegning. SFS intec vil i disse tilfellene også kunne bistå med opplæring og 
kursing av kjøpers ansatte. Bistand fra SFS intec ved prosjektering, styrkebereg-
ning m.v., skal på ingen måte anses som en garanti fra SFS intec overfor kjøper 
eller tredjemann. Kjøper er videre selv ansvarlig for at gjeldene lover og forskrif-
ter følges ved bruk og/ eller modifisering av produktet.

14. Emballasje
Alle leveringer skjer i ubrutte standardpakninger. Deling av pakninger belas-
tes med kr 120,- pr. stk. Paller belastes til selvkostpris eller via transportfirma-
ets overføringssystem. Dersom ikke annet er avtalt velger SFS intec en egnet 
emballasje.

15. Retur
Returer skal godkjennes av selger. Selger aksepterer kun uskadede og ubrut-
te standardpakker. Kreditering skjer med fakturert beløp -20%. Returfrakt be-
tales av kjøper.

16. Dokumentasjon
Dimensjoner, tekstdata og illustrasjoner i dokumenter av alle slag fra SFS intec 
er uforpliktende. Ved produksjon av kundespesifikke produkter er en eventuell 
tegning laget av SFS intec forpliktende.

17. Produktansvar
Krav i forbindelse med produktansvar utelukkes i sin helhet i den grad det er fo-
renlig med gjeldende lovverk. Dersom SFS intec likevel skulle motta krav fra 
tredjemann så er kjøper forpliktet til å holde SFS intec skadesløs mot slike krav.

18. Ettertrykk - kopier
Ettertrykk og kopier av alle slag - også i utdrag - inklusive, men ikke begrenset til, 
brosjyrer, SFS intec-regler osv. er kun tillatt med skriftlig samtykke fra SFS intec.

19. Tvister
For eventuelle tvister mellom kjøper og selger gjelder norsk rett, og Nedre Ro-
merike tingrett vedtas som rett verneting
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